MOD 1:
But i've been testing quite a few mobos. Wanted to make sure it was compatable with different types. Learned a few things in the process. So use my instructions for quaranteed results. First Insane's pic which was obtained from a guy in China i believe. His username is ECS or at least i hope so.Sorry dude if it's not. He does come here and i would really hate to get it wrong. Ok pic.

MOD 2:

Modified yer pic and re-hosted it for better loading. This should be the correct mod for any i815 board(A-step). The best way I've found to connect vid pins is a single strand of speaker wire. Due to the relative position of those pins, it shouldn't be to hard to do it with one length.
Block any red pins out using nail polish, I've also heard of covering them with wire insulation but that requires a slight socket mod(making the holes bigger). Blue signifies the connections that have to be made.

MOD 3:
After a lot of messing around I finally got my Tualatin Celeron 1100A running in my CUSL2-C. Since there is no guide on how to go about this, I thought i'd share my experiences (both good and bad). 


1. First, back up all essential files - I had to reinstall Win XP after this mod. 
2. With the motherboard on your desk remove all RAM to get access to the socket. 
3. Place a screwdriver under the top cover of the socket, on the side nearest the RAM slots. Gently work your way around this side with a screwdriver and it'll pop off. 

Test 1: I didn't want to damage my motherboard, so I thought i'd insulate the socket pins with electrical tape. This was not a good idea, as CUSL2-C socket pins are mounted sideways, unlike the socket pins in some Slotkeys which stick up in the air, like a spring. So, when I inserted the CPU in the socket with electrical tape covering the socket pins, it pushed the pins down but they still made contact with the CPU. I removed the CPU and insulated the socket holes with more electrical tape, but the machine would not POST. 

I got a bit paranoid at this stage - I thought I had killed my motherboard and I would not be able to go back to my Celeron 850. I placed some small pieces of aluminium foil in the holes, and I could run my old CPU again, surprisingly. 

Test 2: When I had my courage back, I covered the AN3, AJ3, AK4 pins with nail polish using a pin, and removed pieces of the damaged pins from my previous bad job. Removing these pins, along with using nail polish on the CPU pins will ensure the best insulation, especially with the CUSL2-C socket design. And yep, you can always place aluminium foil in empty socket holes if you want to go back. 

It booted up as a Pentium III 1100. I used the 1009 Tweaked BIOS, however there was no voltage selection anymore, and I could not boot to Windows unless Tras, Trc was set to 7,9 regardless of any overclock - this was fine at 5,7 in the past. An upgrade to 1012 Tweaked BIOS gave me voltage selection and the 5,7 setting worked fine. However with both BIOS versions, 
while I could overclock to 1540mHz 1.7V I could only run my RAM at 100mHz bus. For some reason I had to move my 3 sticks of 
RAM around so that they would run at 133mHz bus. 

Coming from a Celeron 850@1150mHz, Win XP runs slightly faster overall, however where it really kicks in is under Games and cache-intensive applications such as Photoshop (which is more than twice as fast). With benchmarking under Sandra, the raw power of the CPU/FPU @ 1540mHz exceeds that of a Pentium 4 2.0; but is of course hobbled by a slow bus and memory speed. Still, not bad for a cheap CPU and hacked motherboard ... 

MOD 4:

I've founf a new way to insulate those 3 pins of the tualatin..
I've used a vinilic glue, the same used for paper and wood..
There are different vinilic glue, some is more fluid, some is less fluid..
I have used one not too fluid, normally used for wood..
The glue cover the pin, and creates a plastic skin over it..
When the glue is dry, the pin is exactly like the other, because the glue become fully transparent..
The dimension of the pin is like the original, so no mod on socket are needed.. 
To place the glue on the pins I've used a small plastic pipe, the same of the BIC pens, but whithout the ink inside..
I've filled it whith glue, and cleaned the outside of the pipe..
.. then a sexual intercourse between pins and pipe..
.. and the games are done.
MOD 5:
Bueno, pues ya puedo confirmarlo. Funciona que te cagas( perdón por la expresion, pero es la euforia). Despues de hacerle los últimos chanchullos (y pasarlas canutas, todo hay que decirlo) el bicho este va como una puncha y sube que es una barbaridad. Arranque a 133 MHz, perfecto, como una roca. Seguimos subiendo 140 MHz... como una puncha.145, 146, ¿llegará a 150?, 147, 148, 149 y crash...rozando el poste leñe. Pero bueno, puede haber sido la memoria o cualquier otra cosa.  En definitiva, estos Tualatin son pata negra de la mejor. Casi un overclock del 50% y estoy seguro que en la otra placa subirá mas, 
Pero como lo prometido es deuda, expliquemos como funciona el rollo este.
Lo primero, el artículo (en inglés) está en http://digilander.iol.it/grandecigno/Tua_BX_41.htm. Además aqui hay enlaces a foros donde se discute el tema (que fue donde me enteré yo). Para el que no sepa inglés, lo explicaré (si tienes sueño déjalo para mañana porque es un medio ladrillo). 
Lo primero es hacerse con el material adecuado:
-Un Celeron Tualatin (obviamente). El mío es un 1.0A SL5VP fabricado en Malasia y funciona por defecto a 1.475V. Ojo porque los 1.3GHz funcionan a 1.5v (veremos esto en la parte de voltaje)
-Una placa base socket o slot, es indiferente,que soporte micros con núcleo Coppermine. De hecho es mejor en slot, ya que las modificaciones se pueden hacer sobre el slocket, sin que peligre el micro. Por lo que he visto, los que mejor dicen que funcionan (no lo he probado) son los Asus y los Soltek. Si la placa es mas antigua y no soporta los Coppermine, también es posible en teoría hacerlo pero lleva un proceso diferente ( si alguien está interesado, me lo diga y le mando la información)
-Unas tenacillas de pico de loro o unas pinzas de punta fina.
-Algo de hilo de cobre fino.
-Pintura conductora, preferiblemente con base plata (10 euros en mi caso, pero también me servirá para los AMD, que es una espinita que tengo clavada))
-Un pincel muy fino (yo usé un 5/0. Se encuentran en tiendas de bellas artes)
-Acetona
-Las datasheet del Celeron Coppermine y del Celeron Tualatin (solo hace falta la parte de voltaje. Si alguien la quiere que me lo diga y se la mando)
-Una lupa
-Paciencia, paciencia.... y mas paciencia


Lo primero es aislar los pines AN3 AJ3 y AK4. Teóricamente hay quien dice que se puede hacer con laca de uñas, pero a mi nunca me ha funcionado. Por tanto yo opté por cortarlos con las tenacillas. Otra opción es moverlos con las pinzas atras y adelante hasta que se partan.
En este punto se supone que debería poder funcionar aunque como no hemos tocado el voltaje puede que la placa arranque con el voltaje mínimo de 1.3v (como fue mi caso) o con el máximo de 2.2V con lo que peligra el micro. Si se quiere probar así, nada mas arrancar entrar en la bios y comprobar el voltaje, y si es muy alto apagar de inmediato.
En mi caso arrancó y subía hasta 1.1Ghz, pero arrancaba cundo le daba la gana. Como ya me imaginaba por donde iban los tiros, no me preocupó y pasé a la siguiente fase, la de la pintura. El tema es que hay que conectar los pines AK4 y AK26 entre si y aquí hay dos posibilades, la pintura o un hilo de cobre aislado. Me decanté por la primera, ya que leí en un post, que como los dos pines tienen especificaciones de voltaje diferente, hay que poner una resistencia en medio. En cambio, la pintura es lo suficientemente mala conductora par que actúe de resistencia. Procedí a pintar como en el artículo, pero a menos que uno sea un Miguel Angel,acabas manchando los pines que no debes, pero no hay problema. Una vez seca, se moja el pincel en acetona y se limpian los pines manchados lo justo para que se vea un fino hilo verde en la base del pin (para esto es para lo que hace falta la lupa) como se ve en las fotos del artículo (aunque el muy cuco no explica como lo hace). Hay quien dice que logra que le funcione sin hacer esto, pero yo no conseguía que fuese estable ni subiéndole el voltaje.
Por último hay que decirle a la placa que voltaje dar, y aquí es donde puede variar mas de una placa a otra. Uno de los puntos que usan como referencia es el pin Vss, que en los Coppermine eran los AM34 y AK36 quedando a disposición del fabricante usar uno u otro, pero en los Tualatin el AK36 corresponde al VID25mV por lo que la placa usa este pin como referencia (el AK36) arrancará con el mínimo o el máximo de de voltaje de la especificación. Si la placa en cambio usa el AM34 arrancará a 1.45. La solución está para asegurarse en conectar los pines AM34 y AK36. En mi caso, como además quería subirle el voltaje a 1.65v conecté entre si AM34 (VSS), AL35 (VID0), AK36 (VID25mV) y AL37 (VID2), usando un hilo de cobre en vez de pintura para que me pueda permitir quitarlo con facilidad en caso de querer variar el voltaje. El caso de los micros de 1.5V es totalmente diferente pero no lo voy a explicar aquí porque si no me van a acabar echando de los foros por paliza.   
En cualquier caso, si cualquiera tiene dudas o necesite ayuda, aquí estoy para lo que haga falta.

Pues ya está... y a disfrutar.
MOD 6:

Asus CUSL2: This one seemed a little bit easier. Was able to run 1.2@1.5 with about 1.7V. Had to insulate the 3 pins but did not have to connect AK4 to AK26 (it seems that most people with 815 mobos don't have to do this). I also wrapped VSS to VID0 to VID25 to VID2 and this set the default voltage to 1.55V. I believe you will need to wrap the vid pins or else you will end up above 2V. Some of the BIOS's out there will not allow Vcore changes though.

Experience 1:
According to the instructions by Catch22 I did the following for my culs2. Using the colors on the link you provided. I removed the three red colored pins from the cpu. Used a needle nose and broke them off. Second I connected Vss(blue), Vid0(purple), Vid25mv(Blue), and Vid2(purple) with a single strand of copper wire. This will give you 1.65 volts on the Culs2. I have not connected the green wire yet though I may this weekend to see if I can overclock further. 

Like the link said as soon as it posts go into the bios and make sure the voltage is correct. 
Experience 2:

Using the wire loop-in-socket method, I connected VID25mV and VID0 to VSS, and left VID2 and VID3 open. This gave me only 1.45v, but it O/C's fast enough for me for now.

Experience 3:

I didn`t want to alter my second adapter much, so i did the mod on the cpu directly, i took a thin wire, nailpolished it, and wrapped the blank ends around the two pins. AK4 then covered with some wire-wrapping from an old IDE cable(thanks for the tip :-)) This method wasn`t as much pain as the first one.
Experience 4:

You got the right voltage from your vid mod. Since vss is connected to vid0, you did the same thing as connecting vid0,2,4 which should give you 1.65v.
Experience 5:
The ak26(pwrgood signal) is similar to the ak4(Vttpwrgd),so connect them make more stable.
Experience 6:
I've used the wire trick and not the conductive paint..

Prevent contact whith nearest pins is easy.. 

1) Place the wire (one from earphones)

2) Use vinilic glue to fix the wire in place, and to prevent undesired displacements and contacts whith nearest pins..

The vinilic glue can be removed whithout solvents, only whith a mechanical action.. So this mod is absolutly reversible whitout electrical or aesthetic damages to cpu..
